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Manufactured Home Additional Information  
 

Site Plan Example 
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Undistrubed Soil

Existing 
Manufactured 

Home

A
See 'Foundation Details' 

for Requirements

See 'Post to Deck Details' and 'Post 
Cap Details' for Requirements

See 'Wall 
Connection 
Details' for 

Requirements

D
F

C

B E

Balusters must be 
spaced so a 4" 

diameter sphere 
cannot pass through

Balusters must be 
spaced so a 4" 

diameter sphere 
cannot pass through

H

J

See 'Handrail Details' 
for Requirements

M

L
See Notes on 

Nosing 
Requirements

K

Less than 6" 
diameter these 

spaces

Stair Balusters must be spaced so a 4 38 " 
diameter sphere cannot pass through

Note: Vertical rise for flight of stairs 
not to exceed 12 feet

Stair Example 

 

Carbon Monoxide and Smoke Detector Example 
 

 

 
 

Sectional and Stairs Detail 
A Size Notes 
B  Span  
 
C 

 Post Size - 4x4 Min. 
Spacing O.C. - Min. based on snow loads  

 
D 

 Joist Size – 2x6 Min. 
Spacing O.C. – Min. based on snow loads  

E  Floor Material – 2x plywood or other 
F  Finished Grade to Finished Deck Surface 
H  Minimum 36" high guardrail throughout 
J  Handrail  - 34" to 38" from nose to rail 

K  
Landing - Minimum 36" with 2% slope 
max 

L  
Inside Riser Height - Can be open if less 
than 4" 

M  
Run - 10" Minimum ( >11" nosing not 
required) 

Notes  Rise - 4" minimum and 7 ¾" maximum 
• Nosing shall be ¾"-1¼" on treads less than 10" 
• Stairs and Landing must be minimum 36" wide 
• Length of run and height of riser shall not vary more than 

3/8" 
• All beam splices must occur over post with minimum 1½" 

clearance 


